
Low Frequency Design with Best Stability

Pure Sine Wave Output

GreenPower UPS Technology

Automatic Voltage Regulation (AVR)

Auto-restart/Auto-charge 

User-friendly LCD Display

Generator Compatible

Cold Start Function

Off-mode Charging

Long Backup Models Available 

HID USB & RS232 Connectivity Ports 

High Charging Current for Long Backup Models

LINE-INTERACTIVE PURE SINE WAVE UPS
Claire II Series

Capacity: 1k, 1.5k and 2k

KEY FEATURES

Your Smart choice for UPS
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INPUT 

Voltage

Voltage Range

Frequency Range

OUTPUT 

AC Voltage Regulation

Voltage (Backup Mode)

Frequency (Batt.Mode)

Transfer Time

Waveform (Batt. Mode)

THDv

Line mode overload

Battery mode overload

BATTERY 

Battery Type

Typical Recharge Time

Battery Number

Charging Current

INDICATORS 

Display                                  

PROTECTION 

Full Protection

ALARM 

Battery Mode

Low Battery

Overload

Fault

PHYSICAL 

Outlet 

Dimension WxDxH (mm)

Net Weight with Battery (kg)

OPERATING ENVIRONMENT 

Humidity and Temperature

Standard

Product standard

QMS

EM
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Typical 4-10 ms

Sealed Lead Acid Maintenace Free

Recharge Time 4 hours to 90% after complete discharge 

 

Overcharge/Discharge and Overload Protection 

Sounding every 30 seconds

Sounding every 0.5 second

Continuously Sounding

Continuously Sounding

 

220 V ac 

165-290 V ac

50/60 Hz ±10% (Auto Sensing)

220V ac ±10%

220V ac ±5%

50Hz ±0.1%

Pure Sinewave

<5% @ Linear Load  <10% @No-Linear Load

>110%±10% alarm others input breaker protection 

>110%±10% alarm and  fault after 1min >120%＋10% fault immediately

LCD

Universal 4 outlets +1 Terminal

10 to 90% ,0 to 40°C

TIS 1291 Part 1-2553 , TIS 1291 Part 2-2553  , TIS 1291 Part 3-2555 Class C1

Certified Quality Management System ISO9001

Certified Environmental Management System ISO14001

Specification ิตับมสณุค
1000VA / 700Watt

CLAIRE II 1000 CLAIRE II 1500 CLAIRE II 2000

1500VA / 1050Watt 2000VA / 1400Watt

140x327x191(mm) 196x416x342(mm)

1A  for standard model / 10-20A for long backup model (S) 

12V/7Ah or 9Ah x4Unit12V/7Ah or 9Ah x2Unit

11.8 kg 14.4 kg13.5 kg

1.
2.
3.
4.
5.
6.
7.
8.
9.

10.

Display LCD
Setup
Power On/off
USB Port
RS232
Fan
Output receptacles
Terminal
Fuse
AC Input

Your Smart choice for UPS
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สวนประกอบภายนอก

Universal 4 outlets

Backup Time เวลาสำรองไฟฟา > 5 minutes depend on load
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